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Digi Device Setup Wizard

1. Before connecting to the Ethernet or the Power supply, ensure the dip switches are set as shown
below:

-

Offldown

2. Connect the Ethernet cable, from your network to the Digi Device.
3. Connect the Power supply to the Digi Device and switch on.
4, Utilising the “Software & Documentation CD” supplied, the CD automatically loads

the Digi Device setup as the screen shown below.

(follow instructions given on the screen)

&= Digi Device Setup Wizard |

Welcome to the Digi Device Setup Wizard
Thiz wizard will quide pou through the initial device installation.

Thiz wizard will dizzover your device on the netwark, help you ta set it up Far your
applization scenarnio, and zave the configuration to the device.

Welcome
Dizcover Device "_-. Before vou continue, make sure
£ * The device iz connected and powered up az degcribed in the Quick Start Guide.

If yau have a wirgless device, it iz recommended ko connect it ba the netwark,
Save Settings uzing the Ethernet port for intial device configuration.

Configure Device

Finished! * You have the MALC address of the device available. The MAC address iz located
on the white label on the bottom or back of the device.

Yerzion 1.2.20.0 To continue, click Next.

Meut = Cancel Help
g Mest> | |

5. Click on “Next”
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The software searches for the device

P Nigi Device Setup Wizard

Dycate your Digi device on the netwark, @

From the list helow, zelect the device you would like to configure. |dentify pour device bazed
ar the MAC Addrezs. [F vour device i nat in the list, select <Device nat listed: and click Next.

Found Devices:
Welcome

IF Addresz MALC Address Hozt Mame Product Hame

Discover Device
Configure Dervice
Save Settings

Finizhed!

Yerzion 1.2.20.0 To continue, click Next.

[ Cancel ] [ Help

A new screen will appear, This has carried out the automatic search.

P Digi Device Setup Wizard @

Discover Device
Lacate your Digi device on the netwrk.
Fram the list below, select the device you wouly like to configure. [dentify vour device bazed
on the MAC Addresz. [ pour device iz not in the Yet, select {Device not listed: and click Nest.
Welcome Found Devices:
Db . IF Address MAC Address HoN Mame Froduct M ame
. : k.- 192 168.2.101 00 40:90: Digi One SP
Configure Device ! <Device nat ligted:
Save Settings
Finizhed!
Yerzion 1.2.20.0 To continue, click Next.
[ < Back ]K Meut > Cancel ] [ Help
/

/
6. Click on “Next ”
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b= [igi Device Setup Wizard

Configure Network Settings

Enter the following zettings to configure the Digi One SP for pour netwark. @

The network, zettings can be aszigned automatically if vour network, supports this
capability. Othensise, you need to azk your network. administrator for the appropriate
nietwork, settings.

& Welcome

@ Dizcover Device (") Obtain IP zettings automatically using DHCP

© Confi Devi (%) Uze the following P zettings
onfigure Device

@ Save Settings IF Address:

@ Finished! Subret Mazk:
Default Gateway:

DMS Server

Domain:

Host Mame:

Yersion 1.2.20.0 To continue, click Next.

[ < Back " Mest > Cancel ] [ Help

7. Click on “Use the following IP settings”.

&= Nigi Device Setup Wizard E

Configure Hetwork Settings
Enter the following settings to confiqure the Digi One SP far your network.,
The network, ettings can be azzigned automatically if vaur nebwark, zupports this

capability. Otherwize, you need to ask pour network. administrator for the appropriate
network, zettings.

& Welcome Example:

@ Uiinvii Do (3 Obtain IP settings automatically using DHCP

© Configure Device (%) Use the following IP settings IP Address: 192. 168 2.-" 10_1"
: Change the last 3 digits in this

# Save Settings IP Address: 4.188. 2 .01 case Printer 1 =101

@ Finished! Subnet Mazk: A5 28R 285 D

Defauk Gateway: | 192 168, 2 . 1 Subnet Mask: is as shown.

Default Gateway: as per server

OMS Server: 194. 74 . B5 . B3 Setup
D omain;
DNS Server: as per server
Host Mame: setup. f
Yersion 1.2.20.0 To continue, chick Next.

< Back ]? Mewut > l /[//Eanc:el ] [ Help ]

8. Enter the “IP” settings, example shown

9. On completion click on “Next ”
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&= Digi Device Setup Wizard @

Select Scenario
Click through the list to find the scenario that best describes how you will use

Digi One 5P
Dig»

Incoming Connection

‘<— Connect

& WwWelcome Q Network ‘ =

Serial dewi Digi .
& Dizcover Device Bris nevice 'l "‘.";ystem.fDevioe
© Configure Device
@ Save Settings ) Incum.ing Epnnectiun_ _ _ _

ky zerial device accepts incoming connections from ather spstems,/devices,
& Finished! [RealPort [COM Port Redirection), TCPAJDP Server, Reverse Telnet, RFC 2217)

(") Dutgoing Connection
My zerial device establizhes connections to one or multiple sugtems/devices on the
network. [Sutomatic Connection, D ata Distibution, TCP Client, UDP Client)

(") Bridging Serial Devices

My serial devices connect to each other using Digi devices to bridge serial data over
the network. [Serial Bridoe/Serial Tunneling)

(") Custom Configuration
| would like to manually configure the Digi One 5P using the web interface on the
device.

Yersion 1.2.20.0 To continue, click Next.

[ < Back ]L&exh l Cancel ] [ Help

N

10. Click on “Incoming Connection”. 11. Then click on *Next ”

&= igi Device Setup Wizard @

Incoming Connection
tdu zerial device accepts incoming connections from other spstems/devices.
Incoming Netwerk Connection

{—"’—-——— Connect _____-""'-\_\
& Welcome " Network _~ =

Serial device Digi ““*—‘-‘}_:,-"

© Discover Device

© Configure Device

# Save Settings () RealPort [COM Port Redirection)
My application requires a COM port to communicate with my senal device.

# Finizhed!

Incoming Network Connection

Other systems/devices connect to my serial device uzing networking protocals,
[Conzole Management, Device Management, Data Collection, TCF/UDF Server,
Rewverze Telnet, RFC 2217)

Yerzion 1.2.20.0 To continue, click Next.

< Back “ Ne:-:t>*J Cancel ] [ Help

12. Click on “Incoming Network Connection” 13. Then click “Next "
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o= [)igi Device Setup Wizard @

Incoming Network Connection
Other syztems/devices connect to my senal device uzing networking protocols.

Incoming TCP Secket Cennection

4— pata —>

& Welcome t Network ‘ -

Serial devi Digi S
& Discover Device Brial fevice a "";ystemmevioe

TCP Sockets

© Configure Device
@ Save Settings Other spztems/devices on the netwark, connect to my zenal device using:
@ Finished! (#) TCP Sockets

Other spztems/devices connect over the netwark to my zenal device. Data can be
zent and received. [Device Management, TCF Server)

() UDP Sockets

by zerial device receives data fram one ar multiple spstems/devices on the netwark.
[Data Callection, UDP Server]

() Telnet

Other syztems/devices telnet to my gerial device,
[Conzole Management, Reverze Telnet, RFC 2217)

Yersion 1.2.20.0 To continue, click Hext.

[ < Back ” Meut » Cancel ][ Help

/

15. Click on “TCP Sockets” 16. Then click on “Next ”

&= Digi Device Setup Wizard

Configure Sernal Settings
Configure the port settings of the Digi One SF to match the port sethings of vour

Dlg. zenal device.

Baud Fate: 115200 “

D ata Bits: a8 A
@ Welcome

Parity: MNone v
& Discover Device

Stop Bits: 1 v

© Configure Device

Flow Cantr
# Save Seltings

# Finished!

Feference the documentation that came with pour zenial device if vou don't
know the port settings.

Yerzion 1.2.20.0 To continue, click Hext.

< Back Mext » Cancel Help
[ | *J J

17. Configure the “Serial settings” as shown 18. Click on “Next ”
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&= [igi Device Setup Wizard gj

Yerify Configuration
Werify the canfiguration before it iz uploaded to your devicelz]. All previous

Dlg. zettings will be erazed before the new settings are applied.

Configuration Bepart:

The Digi Orne 5P with MAC address 00:40:90:23:73:F8 will be configured with the following A
& Welcome settings:
Metwork Settings:
IP &ddress: 192.168.2.101
Subnet Mazk: 255 255 255.0
Default Gateway: 19216821

& Dizcover Device

© Configure Device

. DMS Server 194.74 65,68
W o ol Domair: <nones
# Finished! Host Mame: <none>
Serial Port 1:

Incoming TCP Socket Connection. Other systems/devices connect over the network ta the
device attached to thiz zenial port. Data can be zent and received. Used for Device
M anagement. Ao known az TCP Server.

Serial Settings:
Baud Rate: 115200

-
To zave the configupétion report bo disk for future reference, click here
Yerzion 1.2.20.0 To save theée zettings to the device, click Next.
[ < Back ” Ment » ‘] Cancel ] [ Help
19. Check the “Configuration Report” is correct.
(I would advise you to save the configuration report)
20. Then click on “Next ”
&= Digi Device Setup Wizard E
Save Settings
The configuration is being zaved to pour Digi One S5P.

Saving the configuration may take a while. During this ime your Digi One SP will be
reboated to apply the new settings. Do nat cancel this operation.

Welcome
Dizcover Device
Configure Device

Save Settings

Finizhed!

Digi One 5F; W aiting for device...

[ ]

Yersion 1.2.20.0 Please wait while the configuration i1z saved to the device.

The Software is writing to the device. 22. After completion click on “Finish”
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Welcome
Dizcover Device

Configure Device
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Congratulations!
You have succezsfully completed the Digi Device Setup Wizard,

Saved configuration successfully.

'ou zan uze the web interface to manage and manitor the Digi One SP.

To access the web interface, check the "Log on to weh interface"
checkboyx below and click Fimzh, or go to httpc /1921682101,

Save Setlings

Finighed!

Yersion 1.2.20.0

The uzemame and default password are;
Username: root
Pazsword: dbps

Page No.- 8 -

Additional infarmation such az cabling and configuration infarmation az well

az troubleshooting tipz may be found in the User's Guide,

Register my Digi One SF on the Digi website

Log on to web interface

To close this wizard, click Finish.

Cancel

J

Help

23. Uncheck the “Register box”.

Let your Customer Register later.

\

24. Click on “Finish”

b2 Digi One |A, Digi One 5P & Digi TS W Family

insrall splisnal
sofrware

EXIT

W
| &\
-
=
documentation
wiew user
decumentation

-
sefup

run utility to set up device

EUGEATHORKING

)

s

g

register your

SIS

25.

support product
wisit aur
suppart wabsile
- -
www.digi.com

The CD has a very good and Comprehensive Documentation.

Click “EXIT” on completion.
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Termode Version 4 000.000 (Setting up TCP/IP Printers)

26. Click on “File” then on “Settings”

OD_107M,->192.168.2.101:2101

U Termode - OPEN DATE Equipment Ltd

27. Click on “Tcp / Ip”

28. Enter the Port Number “2101”

\

Fle Tools Help
Comunand
I<ESC> | -] HD_ ‘ZF <CR»<LF>
Format Variahles
. Delete
Al Al Direct Al Formmats | 1 Forrnat
Recuest 1 Date DSave Allfonts | 1font |
= En]:;?get Error-Del All graphiss | 1 graphic
Ponts Height e B variahles | 1 wariahle
A1 fonts [.Offset Lang Trat Irew
1 fiont Iliror Ilonth [prog Hetwrk
PrintTvlin |Password 1 Pasgword & Paggword 7
REquESt Password 2 Password 3 Password 2 Pasgword 9
Al graphics Password 4 |Password 3 Roller
A1 variahles Customized ohjects
Churrent war. Rib Gap | Rib Left AecVert LvvHrz
Rih Total Botate AccRibh LlaxHrz
e Uplvlod axVert ParkHrz
Total prints Version ParkRikh ParkVert
Total Oty Wart Warn RevDel StartDel
Iemmory StartHrz StartRib
Status pazzcode StartVert |C:1Prim At
Remote Qty blFonts |  AlFma ||| [ Send ditectly EI
s et [ Send divectly _-""-ﬂ. . ]
" Set il @
Files management Loop on Port Exit
Conumand
<RS0 0D_107M,->19..
Format i Serial Port T General T Printer version
Bequest 1 ]
Aettve parity | Mo -
e {
Fonts n deta bits | & -
41l fonts i data cortral |1 o
1 font
= speed | 115200 - stop bt |RTS -
Eecuest .
A1 graphics Il Tepdlp
All varigles P adress  [192.168. 2101
Crurrent war. 1l ’:
5 7 2101
Global o i
Total prints m &
ol iy
Inlernory ;
Status A Ok Cancel it it
Reraote Oty
& Get W = . :
o =
Files management Lodp on Pott Ext

29. Enter the “Ip address”

30. Click on “OK” to save settings

Note! You can now use “Termode” to check the device is working properly, once you have connected
a thermal printer to the serial port. (Standard Communications Lead) Part No. LEA 755021



Digi One SP Setup Instructions (Version 1.11) 24 February 2004 Page No.- 10 -

Codesoft 6 Premier (version 6.10)

“Installing TCP/IP Thermocode Printers”

31. Upgrade Codesoft 6 Premier with the latest printer driver (Pod.prn Version 11.10.0.3) which
supports TCP/IP printer driver settings.

32. Setup each Printer required on a network, to have a unique individual IP address.
33. Follow the instructions below, setting up each individual printer:-

34. Select “Printer Settings”

[T CODESOFT 6 Premier - Documentl

File Edt View [Object/Meige Tool: Window Help
e ) £ 2l | 2 e
Q Database [None) ’T 0 ‘ ‘ltl |2|J |3|J
;-----'Date[None] T_||||||||||||||||||||||||||||||
f(,l Fomula [Mane) m 0
@‘ Form [Nare] = .
Coaunter [Mone) el T
B8 Free [Nane] ae ||
=l | Printer %]
O Hame | Fort | Settings...
(@) @ Copy of ThermaCode GEMERIC FILE:
a HP DeskJet B30 WOPENDATEWY.. LM |1
& ThemaCodz 535 SCOMI;
H
O BT TheroCod GENER SCOM, =
] Add.
] 4 | Cancel
[

35. Click on “Add”
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[M CODESOFT & Premier - Documentl

“ File Edt View Objsct Merge Took Window Help

(1= N = e s e e A e A o f o [ R e
([ a2 e [ [ AlEEsrujse==]== &
L
Q Databasze [Mone) k ‘|D L |_'|_D ‘20 ‘30
D ate [Mons] T cha v b b b b by
Farmula [Maone) M 2}
Farm [Mane) ==
Counter [Maone) ™
5, Free [Mone) I
- | | |
O Model
o - () OPEN DATE |
= g ThermaCode 1071 Egm;
Y 3@ ThermoCode 107M FILE-
-3 ThemoCode 1075 LFT1
] -5 ThamoCods 53E
— -2 ThermoCode 5301
@ ThermoCode 53M :
% ThemoCode 535 J Metwork, printers... |
-8 ThemoCode 5775 TCRAR |
2@ ThermoCods CONTIMUOUS 107
& Thernn™nde COMTIMIIONS B3 LI
K I Cancel Help |

36. Select “OPEN DATE” directory

M CODESOFT 6 Premier - Documentl

JJ File Edt View Object Merge Took Window Help

1= = R = RN e = B o 55 o R i
[EE SN AEEm s usE==]== e

-- Date [Mone)
--f{::} Farmula [Mone]
é)\ Farm [Mong)
Counter [Mone]
e Free (Mone)

Q Databaze [Mone)

i Document1

g |0 10 z0 =0
‘ ‘ L | [ [ ‘ [ [ | L1
]

I Add printer l

Model Part

ERET EIPEN DATE
- & ThemaCode 1071

CAPROGRA™"

COM1:

4 ThemoCode 107M Eoe
2 ThemoCode 1075 LPT1:

25 ThemoCode 53E

ONROOT 8H

25 ThemoCode 530
5 ThemoCode 53M
i"-'_: hermoCode 535
g ThemaCode 5775 E

Metwark printers.. |

TEpiE |

36. Select “ThermoCode 53M”

37. Select “TCP/IP”
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[M CODESOFT 6 Premier - Document]

JJ File Edit “iew Object Merge Tool: ‘Window Help

== N e = e = [ e S R B e e Ui b
Feg 2 v|nzu|:¢§§§ = = |0
T 11§ Document]
‘ H |1n |2c| |3|:|
T | 1 ) I Y v
i |
il
DLE
- Add printer
O Madel Part
O B- @ DF'EN 3%l & TCP/IP [Telnet) connection
< - Thermn
p; & Therm IP Address: o
i Themno [ 192 188 . 2 ] - =
] W@ Thermn _
Part number:
- @ Thermn
4 o |2'IEI'I ork. printers... |
TCRAP |
iEIK I Cancel |
N\
/ 0K | Cancel\i\ Help |
AN
/3

38. Input Port number “2101”
40. Click on “

|

OK”

39. Input “IP Address”

“This shows the IP Address and Port number that has been saved”

[M CODESOFT 6 Premier - Document]

JJ File Edit “iews Dbject Merge Tools Windomw Help

IDedSe2e |l indas a6 02

|[@ a1z 2 [ &

Q Databaze [None)
Date [Maone)

--ffx} Formula [Mone)
@ Form [Mone]
Counter [None]
Free [Mone]

todel

B @ OPEN DATE
258 ThemoCode 1070
3@ ThemoCode 107M
2@ ThemoCode 1075
2@ ThemoCode 53E
@ ThemoCode 530
@ ThemoCode 53M
—{Zg@ ThemoCode 535
# ThermoCode 5775

5 ThemoCode CONTINUOUS 107
7 Thamaade COMTIMIIONS /3

->192 168.2.101:2101

E\PF!EIGF!A 1WRZ5\ACP
COM1:
COM2Z
FILE:
1PT1

Metwork. printers. ..

TLRAP

Cancel Help

/' oK

41. Click on “OK”
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“This shows the IP Address and Port & Printer Name that has been saved”

[M CODESOFT 6 Premier - Document1

H Fil= Edit “iew DObject Merge Toolz ‘Window Help

[Ded2a2a ¥ Tades[¢oR |2 2 obd|m | |5 ==
H@EEAE%\HFT:EQ “ .\L v‘BJU|:¢EEE§§\§%HE"
lxl ’— i1 Document1
-~ Database [None| k | |c| ‘ 10 ‘zg |3D
:Date[Nnne] T ||||||||||||||||||||||||||||
f(::} Farrula [Mone] i 0
é;\ Farm [Maone) =
. ol Counter [None] ™|
B2 Free [Mane] DIk
- |
O M ame I‘Dll | Settings... |
O Cﬁ Copy of ThermoCode 53k 1921682100
¢z || |8 Comy of ThemaCode GENERIC FILE: 0 |
HF DeskJet E30C SSWOPEMDATEW .. 5
< Cﬁ ThermoCode 53M CAPROGRA™TA...
O || | ThermoCods 535 >COMT: fdd
@Thermocode GEMERIC +COM1:
ok Cancel Help

43.

44,

42. Click on “OK”

The Codesoft 6 Premier is now ready to operate normally.

When using the Font downloader, each font must be loaded individually.
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Check the device is working correctly, using the “Ping” command

f Internet g’ My Compukter
Internet Explorer
=] E-mail B? Zonkral Panel
Ctlook Express

All Programs D

@| Lag OFf |E| Shut Diown

Click on “start”, then Click on “Run”

Type the name of a prograrm, Folder, document, or
Internet resource, and Windows will open ik Far wou.,

Open: | crd| < w

] 4 iZancel | | Browse, .,

Type “cmd” as shown then click on “OK”



Digi One SP Setup Instructions (Version 1.11) 24 February 2004 Page No.- 15 -

Microsoft Windows XP [Uersion 5.1.26801
(C)» Copyright 1785-2081 Microsoft Corp.

c:is>ping 192.168.2.1824

At the C:\> prompt type “ping” followed by the “IP address”

Example c:\>ping 192.168.2.102

Press the “Enter” Key

The following Information should appear if the device is configured correctly.

Microsoft Windows HP [Uersion 5.1.268081
CC» Copyright 1985-2881 Microsoft Corp.

c:sping 1921682 162

Pinging 1922_.168.2.182 with 32 bytes of data:

Reply from 192.168.2.102: hytes=32 time=13ms TTL=64
Reply from 122.168.2.102: bhytes=32 time=3mz TTL=64

Reply from 192.168.2.182: bytes=32 time=%msz TTL=64
Reply from 122.168.2.102: bhytes=32 time=4mz TTL=64

Ping statistics for 192.168.2.182:

Packets: Sent = 4, Received = 4, Lost = 8 {(Bx loss>.
Approximate round trip times in milli-seconds:

Minimum = ZIms. Maximum = 13ms, Average = Yms

C TN

Pinging 192.168.2.102 with 32 bytes of data:

Reply from 192.168.2.102: bytes=32 time=16ms TTL=64
Reply from 192.168.2.102: bytes=32 time=6ms TTL=64
Reply from 192.168.2.102: bytes=32 time=1ms TTL=64
Reply from 192.168.2.102: bytes=32 time=7ms TTL=64

Ping statistics for 192.168.2.102:
Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),
Approximate round trip times in milli-seconds:
Minimum = 1ms, Maximum = 16ms, Average = 7ms

This shows the device is working correctly.
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Chanqging or Configuring the device, internal software.

From Internet Explorer type: - “http://then the IP Address”

In this case http://192.168.2.102
Then Click on “Go”

A Google - Tiscali 10.0

File Edit view Favorites Tools Help

eﬁack = e - s
Address |i ibbp: 192, 16
=

‘-, L /':j Search eMadla {‘3 E‘/—-gv L__; = l_.J @*Favﬂntes

Google

m Images Groups Directory Mewrs

| |-Advanced Search

[ Google Search ][ I'm Feeling Lucky ] + Language Tools

Advertise with Us - Business Solutions - Services & Tools - Jobs, Press, & Help

@2004 Google - Searching 3,307,893.701 web pages

E Cone

. Internst

Connect to 192.168.2.102

| \ |

o

Digi One SP

I:..n-"

Iser narne:! | 7 | v
4

Password: | /

emember my pasiword

L_f':“‘i || cancel
/

User name: “root” Password: “dbps”

Click on “OK”
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This Dialog box appears, the software is installed within the device itself.

Click on “Network”

Digi One SP Configuration and Management

9 Help

Home

Getting Started

Configffation
Hetwork
Serial Port
Security
System

Tutorial Mot sure what to do next? This Tutarial can help.

System Surnmary
Madel: Digi One 5P

Administration

Backup/Restore
Update Firmware IP Address: 192.163.2.102
Factory Default Settings Host Name:
Device Information MAC Address:  00:40:90:23:81:3C
Reboot

Logout

wewewe . digi.com

Copyright @ 1996-2003 Digi International. All rights reserved,

Make any required changes to : IP Address, Subnet Mask, Default Gateway, Name Sever.

“Do Not Change the Base Socket.”

\DigL Digi One SP Configuration and Management

Conneciware™

@ Heln

Hame Network Configuration

Configuration

¥ IP Settings
Network . . .
Serial Port () Obtain an IP address automatically using DHCP *
Security ® Use the following IP address:
System * IP address:  |192.168.2.102
Administration * Subnet Mask: |256.255.265.0
Backup/Restore
Update Firmware Default Gateway: [192.168.2.1
Factary Default Settings
Device Information MName Server: |194.7465.68
Reboot )
Damain:
Logout
Host Mame:

Base Socket: |2000

* Changes to DHCP, IP address and Subnet Mask require a reboot to take effect,

» Advanced NetwortNgettings

On completion click on “Apply”
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To check the Serial Port Settings.

Click on “Serial Port”

Then Click on “Basic Serial Settings”

1@* Digi One SP Configuration and Management
Connectware™
9 Help
Home Serial Port Configuration
Configuration ~ port Profile
Metwaork
Serial Port Current Port Profile; TCP Sockets Change Profile...
Security The TCP Sockets Profile allows a serial device to cormmunicate over a TCP network.,
System : :
Profile Settings
Administration TCP Server
Backup/Restore Connect to the following TCP ports ¢n the network (calculated from Base Socket).
Update Firmware
Factory Default Settings Telnet TCP Part: 2001
Device Information Raw TCP Port 2101
Reboot
L " TCP Client
hgoud Automatically establish TCP cofinections to a server or other networked device.
[ automatically estahlish TCP connections
Connfct: Always
Wwhen data arrives
When DCD goes high
Send Keepalive Hackets:
Apply
P Basic Serial Settings
P Advanced Serial Settings
¥ Restore Factory Serial Port Settings
Copyright @ 1996-2003 Digi International, All rights reserved,
\Dign Digi One SP Configuration and Management
Connectware™
0 Help
Home Serial Port
Configuration ¥ Part Profile
Metwork
serial Port ~ Basic Serial Settings
Security Description;
System

Baud Rate: | 116200

Administration Data Bits: |8 v

Backup/Restare

Update Firmware Parity: |MNone v
Factory Default Settings Stop Bits: |1 v

o] Inifi ti

ovies ormaEnen Flow Control: | Hardware ¥
Reboot
Logout

P 2dvanced Serial SN

P Restore Factory Serial Pof™Settings

Configure the Serial Port Configuration then click on “Apply”

The Device is now configured as you required, and should now work correctly.



	Digi One Sp
	(Installation Instructions)
	“Ethernet Serial Converter”
	Digi Device Setup Wizard (Included CD software)
	Setting up Termode Version 4.05.00
	Setting up Codesoft Driver Version 11.10.5


	Supplied by:
	UNITED KINGDOM
	Digi Device Setup Wizard
	The software searches for the device
	Termode Version 4_000.000 (Setting up TCP/IP Printers)
	“Installing TCP/IP Thermocode Printers”






	Check the device is working correctly, using the “Ping” comm

	Example c:\>ping 192.168.2.102

