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Foreword

Through out this document, trademarked names may be used. Rather than put a trademark (™ or ®)
symbol in every occurrence of a trademarked name, we state that we are using the names only in an editorial
fashion, and to the benefit of the trademark owner, with no intention of infringement.

This manual is a only a general overview on setting up the Thermocode Series 2 range of Thermal
transfer printers, so they can be controlled & programmed from within the Codesoft software. If you experience
any difficulties in setting up your printer, please contact your local supplier.

All the Thermocode Series 2 printer’s, utilise True type or Bitmap fonts that can be downloaded from
within Codesoft. This enables all types of variable text and counter fields to be created and then controlled from
within the printer software.

As well as this User's Guide & within the Codesoft software there are comprehensive “help” menu'’s that
also assist in design of the required formats for printing.

Codesoft Installation

Supplied with the Software is a dongle, a Software Protection key. Which must be installed, into the printer port
of your computer LPT1 or USB port depending on the type of dongle provided.
Once installed, allows Codesoft 6 Premier to work correctly.

The Codesoft 6 CD will automatically load the software and display the dialog box shown below.

Highlight CODESOFT 6 Premier and Click on Install. Follow the Ipstructions.

CODESOFT 6 En
CODESOFT 6 Runtime
" CODESOFT 6 Network
4 | CODESOFT 6 Win
. CODESOFT 6 Premier
| CODESOFT 6 Sprint
| Microsoft Intemet Explorer ra

Using the CD supplied, access the directory Codesoft (V11.10.17) and double click on the “Install.exe”
file. This automatically loads the installation program.

Select the driver “Codesoft 6.10 Version11.10.17” and then select “OK” to start the installation.

The program now runs automatically, following the instructions carefully on the screen



[ CODESOFT & Premier - D~cument]

Edit Miew 0Ob/

Eile

Printer Set Up

After Codesoft 6 Premier is Installed.
You must set up the model of Printer being used.

Click on the icon showing a printer which is highlighted with a
question mark.

The Dialog Box below will appear. Click with your mouse on “Add”

Printer
Mame | Fort | Settings... I
HP Dreskdet 8950 Series Printer | LPT1: .

ok |

Cancel |

Hemaye |

A

L] |
dd..

Help |

I Add printer

.TE
3@ ThermoCode 5301
& ThermoCode 530

[<ili— A new Dialog Box will appear.

Select the “OPEN DATE " directory

S ThermoCode 535 <@

wi ThermoCoce 1071 I

@ ThermoCoce 107

@ ThermoCode 1075 J
2 ThermoCode 5775

Metweork printers...

Select the model of Printer.

4 ThermoCaode CONTINOUS 53

uses.
TCPARP |

- ThermoCode COMTIROUS 107

.

Ensure the “Direct access” is ticked.

DA AR LI v Direct access «
(T L | Hei| . .
| conce | B0 ||| 110n Glick on “OK”, to save settings.
P |
Hame | Port I Settingz. . |
HF DeskJet 895C Senes Printer LPT1:
3 ThemoCode 535 SCOMT: LOM... |
i | If more than one model of printer is to be
= used, repeat the above.
Before clicking “OK” see next page
0k Cancel Help

| Select the communications port your Computer



Printer set Up (continued)

Before clicking on “OK” The printer communication settings have to be set up.

Click your mouse on “COM”

Mame é I Faort I
HF Wk et 8350 Series Printer LPT1:
:ThermoCode 535 - COM1:

QK. I Cancel Help

All the Thermocode Series 2 Printers, have a maximum Baud rate of 115200.

Set Port Settings as:-

COM1 Properties

Port Settings |

/ Bits per second = 115200
/ Data bits =8
Databis: 2 v 4 — Parity = None

Baty: [None v 4 / Stop bits =1

Stop bits: |1 v| 4] Flow control = Hardware

.

Bits per second: | gRDEL]

L]
Flow control: |Hardwale vl <4

Restore Defaults

[ ok | [ On completion click on “ OK”

This printer dialogue box will now be seen.

Printer
Mame | Port | Setftings. ..
HPF DeskJet 835C Series Printer LFT1:

ThermoCode 535 >COM1: co

@ ThermoCode 5775 »COMT:
Bemaove

dld.

Add...

Ok I Cancel Help

Then click on “OK”
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Page Set Up

Page Set up (maximum Print area), Click on the icon displayed as a page with the Ruler.

M CODESOFT 6 Premier - Document]

File Edt Miew Dbject

;_D@EH&&
[EEEPE

2 |7

This Dialog Box will appear. Ignore the warning message in red and label page size.

Enter the Printer Type and the Model name of the Printer. Then Click on “Label”.

Page setup

Stack | Dhel | Page | Marging| FFTg]

Tupe IThermo ode 2 j AL
Mame 535 -
Mumnber of labelz: 1
Label size : 106.60 % 160.00
[mm]
Page size : Customized
106.60  160.00
[rm]
Comment
| Save I Hemaye I
‘Page height too big ‘

Settings... | ] I Cancel | Help |

This Dialog Box will appear, enter the width and height of your Print area. (see chart below)

\ Set the following values:-
Corner roundness = 0.00
Labels Perrow =1

Labels per column =1

o o Model | Width (mm)| Height (mm)|Max Length (mm)
Stock  Label | Page I Marginsl HFTagI
—Preview———————————— 53E 53.3 30.0 30.0
~Label sizefmm]———————— 53C 53.3 53.3 500
v EENE 53S 53.3 53.3 53.3
ze'g” d =HE 53M 53.3 106.6 106.6
e E 53L 53.3 160.0 160.0
— Mumber of labels
- . N 107S 106.6 53.3 53.3
Per column 1 107M 106.6 106.6 106.6
|P : : i 107L 106.6 160.0 160.0
age height too big \ |
\ 107C 106.6 106.6 250
Settings... | oK q Earé\l ﬂelp\l\
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Page Set Up (continued)

Select “Page”, then ensure that “Automatic sizing” is checked.

Page zetup

Click on “OK” to save the page and sizes.

Alternatively you can save the label with some comments.

“Click on Stock”

Page setup E3

| | | sirll=ie]
Themocode 2

=k

| sl

F &

You can add Comments with in this Box if required.

Press “Save” when finished, then press “OK”

Page No.



Configuration of saved Formats (label designs)

Click on “Tools” then “Options”.

M CODESOFT & Premier - Document]

Toolz

D 2ses M.
[@w iz p [ma e 5

File Edit Yiew Object Merge

| e

Databasze Manager...
UK UCC/EAM 128 Assistant...

oo 5 D atabase [Mone] ¥4 Fortt Downloader...

""" f@ Eate [lNc[';E] | <5 Batch Print Manager... Ll
-}y Formula [Mone

B Fom Nane) & NETMODE .

= Counter Mane] 1%y TERMODE ..

B8 Free [Mone] i IICE |

Check the first two boxes shown.

Grid I Pririting I Others I
Document I Dizplay I Default folders I Iser boolz

[wiLoad the orinter settings saved. in the document
[w|Load the printer zaved in the document

[ |Create a backup copy [.BAK)

[ 10pen documentz az 'Read only' made by default
[10a nat dizplay warhing mezsages

i O, I Cancel Help

/

Click on “OK” to save settings.

For further information on the other check boxes and menus click on the Help



Saving a New Format (label design)

Click on the Disk Symbol to save the new format.

[M CODESOFT 6 Premier - [107M1CODE Lab]

Jﬁ File Edif ‘iew DObject Merge Toaol: Window  Help

NEE &8 L ORI e~ é

e

El=l =
Q Databaze [Mone) IT
-2} Date (3] T
ff::} Formula [Mone| |
-5 Fom [2) =
Courter [1] "=
Free [Mone] olE

Save in: | (3 LABEL =] =i
| 1107_FORMATS CawalLDATION i 1kg Lab

"1 53_FORMATS i) 02012342 Lab i 1TESTT.Lab
15757 i) 02022341 Lab i Ttext Lab

] conttest i) 03078656 Lab i) 24L0G0OPD Lab

] iff] 03235431 Lab i) 2GERM.Lab

[ IFASTEX i 12345678947 Lab ] 34340 Lab

"1 HAMMER i 12855CC Lah i) IGERM.Lab

1 Hepworth i 14F ault Lab i) 4GERM.Lab
] LvONS i) 14L0GOPD Lab i) 50012343 Lab
1 parrs i 1ATEST Lab il 5003341567879, Lab
s i) 1BADEAN128 Lab i) 5003341567893 Lab
"1 SCAMMER i 1DATEFLT Lab i) 5003341567897 Lab
1 Tulip i) 1GERM.Lab i) 50112343 Lab
N — i3
File name: IDocumentZ.Lab ave

Save az type: ILabels [*.Lak) j Cancel

v

Enter the file name you require.

Then click on save



Printer Settings (General Menu)

Forward
The Printer settings are very important, ensuring that the print quality is optimised for product being printed.

Ideally you should leave the values Burn, Pressure, Speed and Home offset as the defaults that have loaded
with the software. Once a test print on the substrate to be printed has been done, fine tuning can take place
to suit your required application.

Click on the icon that shows the Printer with the Spanner, the printer settings dialog box is then shown.

[T CODESDFT 6 P Inier, - Document1 -

Printer settings - ThermoCode 107M

JJ File Edit Wiew Merge Tools  Wind

General | Advanced| Fonts |

B2 IE T TR e !
||@ a8 12 5 |5 Q [ |

350 Fram A to B
[ _
I Q Database {Mone)

25 E Pressure (W)
100.C 1 Speed {mm})s I 5.0 Home offset: {mm})

urrent layaut

™ Check printer status

[v Destination memoar;
I 10 Timeoutis) v

I~ Immediate printin
[ Trfirite print e
¥ on
¥ Reload images at next print job 4 3
I~ Serd modified data anly

~ Compressed images
g MBiCIES CoRex Oz
COMPression Sek dateftime, ., 4 4

[o]4 I Cancel | Help |

1. Use resident printer settings: With this clicked on, no print parameters are sent to the Printer with the
format design. The Printer will then automatically uses the default values as set up in “Supervisor” menu
of the Terminal.

2. Printer Settings: Are the Burn, Pressure, Speed and Home offset values that will be down loaded
with the format design, if the Used resident printer settings box has not been checked. (Normal
operation)

3. Check printer status: With this box checked, the Printer is checked to ensure everything is OK before
sending a format etc.

Timeout (s): The amount of time in seconds that the Printer will be checked. (Any errors will be
displayed)

Reload images at print time: After down loading a Format with variables or graphics, Codesoft does
not send these items again, as they are held in the Printer File store and memory of Codesoft. If an
Initialisation is carried out, then sending the Format without checking this box, you will have an error
message as Codesoft believes the files are already within the printer. Ticking this box will send the
complete Format.

Compressed images: This allows Graphics to be compressed for high speed loading to the Printer,
this mainly used when Variable Graphics are being loaded to a Printer from a Database.
These Can be compressed as a: - PCX or LZ.

Infinite print: With this not ticked the printer will only print one label.

Destination memory: Sends the Format to the Printer File Store only.

Send modified data only: Updated information only, not the complete format. (after first print)

Immediate printing: Format is automatically printed as soon as it has downloaded to the Printer.

On: Send the Format to the Print Head Memory and Printer File Store.

4. Set date/time: Allows the user to configure the Printer Date & Time to be in synchronisation with the
PC, or as the user requires.
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Downloading Firmware (automatically update)

Select the “Spanner icon”, then the “Advanced” of Printer settings.

1. Enter password “999999" (this can be changed see page 36)

Printer settings - ThermoCede 107M

Gerneral Advancedl Forts |

Password | ¥

----- Layouts
—Resident fonts —————— ~Resident layausts —————— | .. Fonts
Resident fonts I Resident layouts I - MNebwork
Delete prinker Font: list I Current layout I
Delete Font I Delete the selected layout I

—Send setting

| Send |

Store Fixed images
Shared Lacal 1+ [ Metwork
[dekwork settings

Seleck printer I |

o I

Optimize I Default

Download new program I v ;&GEEHSEE‘;

f ok I Cancel | Help

2. Automatic Checked

3. Select “Download a new program”.

Page No.

4. Select the directory where the *.hex files are stored. (In this case C:\Opendate\Firmware)

Lok i I@ Firrmare j o I-:-_ai( -

02070073 HEX

02070191 HEX

Filz name: |nzn?m 91.HEx Open

Filez of ype; IFirmware for Printer [*.HEX)] ﬂ Cancel |

|

5. Highlight the file to download.

6. Then click on “Open”
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Downloading Firmware (automatically update) continued.

This dialog box will appear when the Firmware has started to load.

Printer, settings - ThermoCode 107M

General Advancedl Fants |

Password I'oc*****

—Resident fonts 7—| Resident lawvouts
= o0 o o l|— = o0 oo o 1

(- Downlaad syskem software kor Prinker: 02070191

1
L
o

=

26 Y

Optimize I Default I

Download new program

Y ait until the printer is ready

Store fixed images
Shared Local % [ Metwork
Mebwork setkings

Seleck printer I |

Loy} I

Optimize I Default I

Download new program I v ;P-utomahc

(8] 4 I Cancel | Help |

Download swstem software to: Prinker: 02070191

0 =%

When this dialog box appears Click on Cancel
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Downloading Firmware (manually)

Select the “Spanner icon”, then the “Advanced” of Printer settings.

1. Enter password “999999” (this can be changed see page 29)

Printer settings - ThermoCode 107M

General .t’-‘-.dvancedl FDntsI

Password I Heokoksknbck
- Layouts

—Resident fonts ——————~Resident layouts ———— | .. Fonts
Resident Fonts | Resident layouks | ‘- Network

Delete printer fonk lisk I Current layout |

Delete Font | Delete the selected layaut I

| Send |

—3end setting

Skore Fixed images
Shared Local [~ Metwork
Metwark settings
Select printer I |
L8y I
Optimize I Default I
Dowwnload new program i [ Automatic
f [al'd | Cancel | Help |
/ Note: - Automatic is not checked

2. Download a new program”.

Page No.

-12 -

3. Select the directory where the *.hex files are stored. (In this case C:\Opendate\Firmware)

Look in: IE} Firrware j & IfF -

02070073, HEX

02070191, HEX

Fil= narne: |nzn?m 91.HEx Open

Files of ype: IFirmware for Printer [*.HE)] ;I Cancel |

A

4. Highlight the file to download.

5. Then click on “Open”
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Downloading Firmware (manually)

Switch the Printer off, then click on “Yes”

Printer settings - ThermiCode 107M

General Advancedl Fant I

Passward I******

Resident Fonts Resident layouts

Resident fonts

Resident layouts |

! Download system software to: Printer

w |
Shared Local * [~ hetwork
Iebwork settings
Select printer |
n I
Ciptimize I Default |
| I automatic
oK | Cancel | Help |

Follow “on screen” instructions.

Printer seitings - ThermoCode 107M

General Ad ncedl Fontsl
Rassword | st

Resident layouts

1- Switch printer on
2- Please wait for 3 seconds

l_ 3- Choose Yes

: w |
3
e T
Select printer |
n I
Ciptimize I Default |
| [~ Automatic
oK | Cancel | Help |

This dialog box will appear, when the Firmware has started to load

Printer settings - ThermoCode 107M

Gerkral Advanced | Fontsl

Password | ek

||—|

Send

ResideRt Fonts Resident layouts
Resident fonts I |7 Resident layouts I
| i

ownload system software to: Printer: 02070191

L

26 %

n I

Ciptimize I Default |

| [~ Automatic

OK

Cancel | Help |




Downloading True Type Fonts (*.TTF)

Click on “Tools” and then click on “Font Downloader”

M CODESOFT 6 Premier - Document]
File Edit Wiew Object Merge |Tools Window Help

ICETIE TN
| EZEE S el .

D atabase Manager...
LI UCCAEAM 128 Assistant,.

= [N

o Q Databasze [Mone] A ont Downloader...

""" E;::LEET;?HE] <5 Batch Frint Manager...

e

£ Fom (None) &4 NETMODE ..

= Counter [Nane] :%7 TERMODE ...

b Free [Mone) ]
DIE || 20—

Font “lcon” Descriptions.

Printer | Printer Font Download | Delete Font
Type Setting | select Font Font size
\ \

CDDESDFT & Premi':r : Font dowrioader

#$%@()012AaPpWw

|ThermoCode 535,->COMT: |ARIALED [Wectorial font 5
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Downloading True Type Fonts (*.TTF) continued

1. Click on “Font select”, scroll down and search for the font you require.

2. In this case “OCR-B 10 Pitch BT”, click on the “font name”

e T ] —a

Zounter [Monej

Font selection and settings

OCR-B 10 Fitch BT
OCRE

I= [elic:

3. Edit the font name, if required.

4. Click “OK” when completed

Page No.
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Downloading True Type Fonts (*.-TTF) continued

Automatically when you select “Yes” the font will be downloaded to the printer.

[N LI [ BT [ |

§ 77| CODESOFT 6 Premi -0l x|

Frinter  “Wiew Font  Help

B mlomw 2| 4

Fants to download \

1435%0()012AaPRWw

|ThemoCode 535.->COMT: |ARIALED [Wectorial fant -

Alternatively you may wish to load several different types of fonts, click on “No” and see instruction below.

Holding the “shift key” and the “down arrow”, selects all the fonts ready to load to the printer at once.

: lm[IIDESDFT 6 Premier : Font downloader
Printer  Wiew Font Help

= N

Fontz to download

|ThermaCode 535, COMI: A

Click on the “Download Font” button, this will copy all selected fonts to the printer.



Downloading Bitmap Fonts (*.SFP)

1. Click on Printer setting

M CODESOFT 6 Premier - Document]

JJ File  Edit Wiew bject Merge Tool: wWindow

Help

W S&28 1L EOT e~ |

@22 5 [ |

B =

g Databaze [Mone] IT
E@ Date [2) T
o |I.".I|
S|

OIE

Courter [Mone)

Free [Mane] -

3. Click on “Select a SFP font”.

Printer settings - ThermoCode 535

General I Advanced Fonts

vl mad e SR fart |

™ Wectorial font e

B
[

I Fired characters width

]

u]

-
o
|

Diigplay font
Identifier

| -

Height [Foints)

i[9 | Cancel

Help |

Printer settings - ThermoCode 535 x|

General| Advanced Fonts I

Swiss10 CATHERMZWFOMTASFPYS wiss10.sfp

Download the SFP for b3 |
™ Vectorial font 44 |

™ Fised characters width

2. This Dialog Box will appear Click On Fonts

Printer, settings - ThermoCode 535

General I Advanced | Fonts |

[~ Use resident printer settings

"Burmng time {ps)

340 Eme AtoB

20 Pressure (M)
135.0 E Speed (mm)/s

30 E Home affset {mm])

I~ Check printer status
1 Timeout(s)
v iﬁﬁnlte ] i

¥ Reload images at next print job

Compressed images
“withauk
’;: COMPrEssion Ceen Lz

urrent layouk

|¥ Destination MEmary
I Trmediate printing
I an

I Send modified data only:

Set datejtime. .. I

Help

[ o ]

Cancel I

4. Select dire

tory with “*.sfp” fonts.

Logk in: | 3 SFP

Bl o= el

|8 OCREEDO7.GFP  [8] SPECFOMT.SFP 8] Swissdfsip ] THIERFY.

[#] OCREBDOR.SFP (8] swissOB.sfp [#] TEST.SFP [#] TIMESED:

OCUL.SFP TESTZ.SFF ] vWES4.SF

SEAFRESH.SFP TEST3.5FP [#] ES0S

SKEOS.SFP 4 ) TEST4.5FP

SKEO9.5FP Sufiss20.sfp TEST7.5FP

K I

File name: — |Swiss10.5fp I Open
[*5FP) =l Cancel

Files of ype: IFonts for Pri1ter

i

5. “Highlight” the font you wish to use.

Dizplay font

Identifier

[5wis721 CnBT

|1 1] Height [Paoints]

ISwwss1 ]

Cancel |

Help

\ o |

Printer settings - ThermoCod:

Generall Advanced  Fonts |

ISwissTD CATHERMZAFOM TS FPYSwizs] 0sfp

Select a 5FP font |
f

Diowirih

Download a SFF font:

™ Wectori

I~ Fized c

Idertifier

Swiss10

\

6. Then click on “Open”

B

—

CATHERMZAFOMTASFPASwiss10.sfp

10 Height [Faints]

\

\ = |

Cancel | Help |

7. Click on “Download the SFP font” to load to the Printer.

\

8. Showing the download window.
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Simulating True Type for Bitmap Fonts

1. From the “Spanner Icon”, printer settings select the “Fonts” menu.

2. “Highlight” the font to be simulated.

Printer zettings - ThermoCodr: 535

3. Click on the “Left Arrow”.

4. The “font name” is now imported to the to the "Select a SFP font” box as shown below.

Printer settings - ThermoCode 535

l_

Frgee .y
o/~

_ Ok | cawd | b |

5. This displays the “Truetype Font” being used for simulation.

6. To change the font style, click on the “button” indicated.



Simulating True Type for Bitmap Fonts (continued)

1. Select “Font” name required for simulation.

2. Select “Font Style” required for simulation.

3. Select “Size” for required simulation.

Printer settings - ThermoCode 53! x|
Font gtple: Size:
Bold 10 ok |
2 5on i e |
Bold Italic g ance
B 11
1 12
I | TECFONT & Odet 14
H TECFONT B Helv =] =l ohe =
-
—Sample
Id
AaBbYy s
B
Script:
I\A-"estem :I
QK. | Cancel Help |

4. Click on “OK” to save the font simulation
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Checking Font Installation

1. From the “Spanner Icon”, printer settings, select the “Advanced” menu.

2. Select “Resident fonts”

General
Password
—Resident FMts

Resident Fonts

Printer scttings - ThermoCode 535

bodvanced | Farntz |

3. Select the “+” next to Fonts.

—

Resident layouts
| Resident layouts |

Delete printer Fant list

| Current layout |

Delete Fomk

| Delete the selecked |avout |

—Send setting

| Send |

Store fixed images

Shared

Local *

Metwaork settings

Select prinker |

Download mew program

ebwark
Lirnize Default |

| [ .ﬂ.utorfnatlc

3. Displays “all Fonts” loaded to the Printer.

I Cancel Help |
I

Checking Format Installation

1. Select “Resident layouts”

General Advanced |
Password

—Resident Fonts
Resident Fonks

Printer settings - ThermoCode 535

| Resident layouts |

2. Select the “+ next to Layouts.

Resident layouts

Delete printer Fant list

| Current layout |

Delete Fomk

| Delete the selecked |avout |

—Send setting

| Send |

Store fixed images
Shared Local * I~ Network
Metwaork settings
Select prinker I |
6y} |
Cpkifnize | Default |
Download mew program | [ Automat’c
ol I Clancel | Help

I

Page No.

3. Displays “all Formats” loaded to the Printer
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Font

1. From the “Spanner Icon”, printer settings, select the “Advanced” menu.

2. Enter the required password

4. Click on “Delete font”

Printer settings - ThermoCode 535

General Advancedl Forits |

Password I opsttott

—Resident fpnts

Res\dent fonts |

—Resident lavouts
Resident |avouts

Delste *nter Font lisk |

Delete font |

I
Current layout |
|

Delete the selected lavout

—Send setting

i Send |

- Layouts
- Fonts

ODECON

----- Network

Store fixed images
Shared Local [~ Metwork
Mebwork settings
Sieleck printer I |
o |
Optimize | Default I
Download new program I [ aukomatic
(0] 4 I Cancel | Help |

This Dialog box appears click on “Yes” to delete the font

6. Click on “Delete the selected layout”

Resident fonts

ArE YoU SUFE You W

t to delete this File?

Deleting a Printer Layout (Format)

Printer settings - ThermoCode 535

Advanced | Faonts I

Password I kb

—Resident forts
Resident forts |

—Resident layouts
Resident layouts |

5.Highlight the format to be deleted.

Delete printer Font list \I"
Delete fonk |

Current layout

Delete the selected layout |

—Send setting

i Send |

3.Highlight the font to be deleted.

Store fixed images

Shared Local [ Metwork
Ietwark settings

Sielect: printer I |

oy} |
Optimize | Default |
Download new pragram | [ aukomatic
(0] 4 I Cancel | Help I

This Dialog box appears click on “Yes” to delete the selected layout.

Current layout

Are you sure you

ok ko delete this file?

Page No.
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Page

Highlighting a layout then clicking on “ Current layout”

Printer seitings - ThermoCode 535

General AdVﬂ"CEdI Fants |

Password I A

[=-Layouts
—Resident fonts —Resident layouts [
Resident fonts I Resident: lay EADTEST
-Fonts
i i Current lavout +
Dielete printer Font list | " Network
Delete Font I Delete the selected layout |
—Send setting
I | Send |
Store Fixed images
Shared Local (= I Metwork.
Ietwork settings

Select printer

on |

Download new program

| I automatic

Optimize | Diefault |

o]

Cancel |

Help |

No

-22 -

This selects the format from the Printer storage memory, to the Printer image memory ready for printing.

Deleting the Printer Font List (within Codesoft 6)

Printer Fonts, listed within Codesoft.

Character I aragraphl Data sourcel
" Graphic Ipolnt size: 'l
Height S
8 ~
H ad
10
12
14 A
16 vy
Subset Style
Latin x| [Baid
[ Tkalics jHIg
[Junderline
Height
I 1.0
ABCDEFGHIJKLMNOPQRSTU| | width =
0123456 abedefgh 100 E
,TI Cancel | Help |

See Page 25. Selecting a printer font

Click on Delete the printer font list

Printer settings - ThermoCode 535

General Advanced | Fontsl

Password I kb

Resident fonts —Resident layouts
Resident fonts Resident layouts |
-ODECON
i i Current layout
Delete printer font lisk | i | . Network
Delete fonk | Delete the selected layout |
Send sekking
’7 I | Send |
Store fixed images
Shared Local [~ Metwork
Metwaork settings
SiElect: printer I |
oy} |
Optimize | Default
Download new program | [~ Automatic
QK I Cancel | Help
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Deleting the Printer Font List (Continued)

Printer Fonts now deleted, within Codesoft

This also Deletes the fonts used within Codesoft.
“Font Downloader”

JZ CODESOFT 6 Premier : Font Downloader

Charact |Paragraph| Data source Brinter Wiew Font| Help
o " Graphic Ipoint size VI ﬁl&l /l
Font Height Cize =
Arial*l g ~
9 Fonts ko downlo.
o Y
12
14 A
16 &
Subset Skyle
Latin | gl
[italics jHIg
[ JUnderline
Height
[11.0 E
ABCDEFGHIJKLMNOPQRSTU| | width %
0123456 abcdefgh o B
Ok I Lot | Hell
anee | =R | ThetmoCode 535,->COML: [ [ Y

You would now have, to reselect the fonts into the “Font Downloader” required for the printer images.

ZZ CODESOFT 6 Premier : Font Downloader

Printer Wiew Font Help

B8 2 (T2 2| 4

Fonts to download

ODEREG ["ODEREG] Font downloader

When this dialog box appears
Click on No

!#$%@{;u 1 ;narpvvw

ThermaCode 535, - >COM1: |ODEREG [Vector Font v

After selecting the required fonts you don’t have to send them to the Printer, if they have all ready been installed.

The new Printer Fonts, list within Codesoft, are now matching the actual fonts within the Printer.

Printer settings - ThermoCode 535

Character ]Paragra Data source General Advanced | Fants |
* Printer " Graphic pointsize - Password [ st
Fonik Height S —Resident Fonts —Resident layauts ——————
8 A Resident fonts Resident lavouts |
a =
o Delete printer Fort list | Current |&yaut |
ElL ODEREG 11 -
= Delete font | Delete the selected layout |
14
16 2 —5end setting
Subset Skyle | Send |
Latin e I
[Italics jHIg Stare fixed images
[underline shared Local [ Metwork
Height Tebwork sethings .
Select printer I
1.8 = 4|
ABCDEFGHIJKLMNOPQRSTU width % on | .
Optimize | Defaulk
0123456 abcdefgh 1m0 EI
Download new program I [~ automatic
OK | Cancel | Help | QK I Cancel | Help
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Creating Automatic Date & Time fields

Automatic date fields, are text fields that will be automatically updated by the Printer. Typically a “Best Before”
date could have an automatic offset of 5 days. At midnight the date will automatically advance by 1 day,
ensuring the customer always has a 5 day offset in the date.

[M CODESOFT & Premier - Documentl == x|

H File Edt %iew Dbject Merge ~ °

nght click the mouse button on the Date icon.
1 il A ) ::Eglifl

Ducument] =10l x|
[0 10 40 0] &0
|II\\‘\III| |

ki
II\\lIIII||IIII|IIIIIllllllll‘\lllII\\‘\IIIII\\‘IIII'II\

-

f{x} Farmula [Mone]
ﬁ;\ Foim [Mone)

=3 =

H File Edit “iew Object Merge Took ‘Wir

Dedleses Lan Clickon“Add”, avariable named “Date0” will appearin =
the menu.

|].El |zc| |3U |4U |5El ‘su |
pe b b b b b b b b e b b bv e brran s

Caunter [Mone|
Free [Mane]

[l CODESOFT 6 Premier - Document]

JJ File Edt Yiew DObject Merge Tools Window

== e == o

Double Click the “Date0”, to show variable properties

1 IR == =|= & |

0

s

[i] Counter Nane]
i, Free [Mone)

o
|I\\\‘IIII -

-
o

Follow the numbered instructions below, referring to the “Arrow numbers”.

. Click on “Options”, opens up the options dialogue box.

. Check the box “Settings according to Printer”

. Check the box “Fixed”. Enter an offset if required. (A numeric value of 5 = 5 minutes, days or months)
. If an offset is required, choose which “unit” of offset is required. (Minutes, Days or Months)

. Select “Day” function within the options dialogue box, if a day offset is required.

. Select & compile the date field required from the available fields shown on the screen

. Use this button to delete fields whilst editing.

~NoO O~ WNE

Select “OK” when finished creating the required date or time field.

Day | Tirne: IOptionsI Day | Time Options

Date Date
|7 «0401/05» ( « |
Day of the week g Man —add a value
Day of the month  §_31 | 0131 & Ficed
Day of the vear 1-3e5| o01-365 =
Month 112 | ot-1z | Jan | January C variable |
fear g5 05 2005
Week 52 | p1sz ~Language
l—"l add oo English VI

[a]:4 | Cancel | Help QK I Cancel Help




Creating Automatic Date & Time fields (continued)

Click and hold on “Date0”, then drag and drop on the page. Ensure text display is selected.

[[l CODESOFT 6 Premier - Document1

|| Bie Edit view Obiesf Meige Took Window Help

IEEE T = R e S RN S = o] o o e
JJl_.ﬁu_.g@M'ﬂQ|eeeese| Blaial Bold <2 cel- u|a== E|1E|“§,¥%|%$m|@@|
;Iﬂ, ,T iifii Documentl
EI@ g:::b“ [None] - | | 'FI |20| |30| |40| |50| |60| |70| |30| |90| |10|0 | .L|0 | zlo |13|0 | 4]0 |150 |16|D |l’?0 |130 |19|0 |200
i = Dated 2 P
s Formula [Mone] L ] é atel 7

=
o

é)‘ Form [Mone] ™~
Counter [Mone) 1113
“ Free [Mone]

"]
|

/-F//////

Clicking on the “12 icon” will Display field contents.

[M CODESOFT & Premier - Document]

|| Ele Edit View Obiect Merge Taok Window Help
D &8 4BR0e- @0 5[t Zonn| %R
JJ@ ﬁﬁm Q| HJ Elaial Bold <2 *|s 7 u|za=

= ’T M Document1

10 z0 a0 40 E0 &0 70 an a0 100 o o [1z0 0 |150 |1&0 |170 (120 |120 [z00
T|‘|M|H|MM|H|M|HHﬁH|Hﬁ|M|| [P e |
||"|| ////////////////////////)//

ZFRI25 OCT 20027,
ol Dt

| N | g
z&%“*%%m%mmm\

f(x} Formula [Mone]
: ﬁ Farmn [Mone] ™|

=1 I Oy Y P | e

[M CODESOFT 6 Premier - Document1

JJ Fie Edt Wiew Object Meige Took Window Help

JJ O= |£ & = B | Y EEE e~ ”gc) % | 2 T e | |JJh V Left Click the “Date0” to h|ghl|ght itself,

then Right click to show this menu.
JJ@ 812 2 ||F QL | HJEAriamom JE B - U =
FE| ’T i Documentl
g |0 10 20 30 40 -1n) &0 o an a0
o (BP P PP P ke _ o
w2 . e Left click on Properties, this allows you
E :::u[lrjo[::]ne] & | T W[ItI’nf;’t’;:l”””””’””’/ to change the font properties.
Counter [None] o || |— -
Free [Nong) 20 ] X Cur Chikd
- 0 | Eh LCopy +C
O [ Paste Chrl+y
o e _'I.', Froperties...
[£4 E Wariable properties...
2ol [

All Variable Fields Must Use
a Printer Resident Font

Character IParagraphl Data sourcel

" Graphic Ipolntslze -
Font Height I —— A .
. [l old 5 A - 2. Select the point size
1. Select the required font ——» 2 10 ‘/‘
5 A
le 3
Subset Skyle
Latin | |@Eaid

Ikalics
EUnderline jHIQ 3. Click on OK
Height /
ABCDEFGHIJKLMNOPQRSTU) | width =
0123456 abedefgh W/E

Y
O I Cancel | Help |
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Date Field rollovers before and after Midnight (Example)

Date Field to rollover at 6am the following Day
1. Check the Box “Settings according to printer”

2. Select the “Unit of measurement” is Minutes

3. “Add a value” enter the rollover time in Minutes.
360 = 6am the following morning. (Time from midnight)

=

Datel

Day | Time Optionsl

-

X

|'Date

IEninsh - l

Add a value

(- y

D e |360| E Urit of measurement
" Variable I IMinutes ;I
Language:

v Settings according ko printer

o |

Cancel

Help

Enter the required date field then Click on “OK”

X

Datel
Day | Time IOptionsl
Date
’7 +04/01/2005» | {“l
Day of the week g Mon Monday |
Day of the month (=1 | np-31
Day of the year 13¢5 001-365
Manth 41z | pi-12 Jan | January
Year 3 05 e
week 52 | p1ez
I'II j' Add | Space
Ok | Cancel | Help

[ CODESOET & Premier, - Document1

File Edit Yiew Object Merge Tools Window Help

-

Dwd2a2BlhadesEe 5|22

PR EE T

@ mlizp B # ||
j Datahase (None)

ifi| Document1

st 10 20 20 40
|\I\Ill\lI|I\I\lll\l|IIH|III\|\IIl‘IIII‘I\IIl\III|

S| e s U=

= =
¥ =

ez |mpm| =s

50

|60 70 |SD |
H\IlI\IIIH\II\IIII\lIII\\III‘

) Date (1)
L Dated
: f(x) Formula (Mane)
Form {Mone)
Counker {None}
&8 Free (None)

% Production Date 04/01/2005

Production Date will rollover at 6am on the 05/01/2005
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Date Field rollovers before and after Midnight (Continued)

Adding another date field with a 5 day offset (Datel)
1. Check the Box “Settings according to printer”
2. Select the “Unit of measurement” in Days

3. “Add a value” enter the rollover of 5 =5 Days.

x]

Datel

Dy I Time Optmns

I'Date |
Add a value

% Fixed

Unit of measurement

" varishle

IEninsh ;I

Language ————————————
|7 v Settings according to printer

a4 I Zancel Help

Production Date will rollover at 6am on the 05/01/2005
Best Before, will rollover at midnight t010/01/2005

[ CODESQFT 6 Premier - Ducument1

File Edit ¥iew Object Merge Toobs wWindow Help

DEHSSEE 4D@Ta~ ¢ 2o m [B%E

i ||| Booersg 1 U = =§|§% HJ"’%%I%%&IWIEE
: 1o 50

SEN
|DIII||IIII|IIII|IIII| IIII|III|E

Production Date 04/01/2005,
Best Before 09/01/2005

------ Database (Mone)
E| @ Date (2}

20 30 |

40 |
[EEREREEN. IRNRERNEE

---f{x} Formula (Mone) ™|
@ Form {MNone) DIE
Eﬁ] Counter (Mone)
-5 Free (Mone) -
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Date Field rollovers before and after Midnight (continued)

When changing SYSTIMEOFF this will affect every format with a real time date. And will change over at the time
you have set, be it two hours before midnight or 6 hours after midnight.

Select the “Spanner icon”, then the “Advanced” of Printer settings.
Enter password “999999" (this can be changed, see page 39)

Enter the System Variable Name “XSYSTIMEOFF 360" or the required offset in minutes.
Click on Send

Printer settings - ThermoCode 535

General Advancedl Forts |

Password

Layouts
- Fonts

—Resident Fonts Resident lavouts ———————/
Resident fonks /}‘ Resident lavouts /r

Delste printer Fank Iis/ | Current |ayaut / |

Delete Font/ Delete the selected Ia)éut I
/

—Send setting ’/ /
I XSYSTIMEOFF 360| | SBHK

Stare fi
hared Local ™ Mebwark
[etwork setting
Sklect printer I |
o |
\ optimize I Default I
/ Downlodd new program | [ Aukomatic

l \

OF I Cancel | Help |

“ Uppercase text” Sp ce” “3 Numerlc characters for plus values”, minus values = -120)

Codesoft: - XSYSTIMEOF Gﬁ/ Rolls over at 6am the following day. (Maximum plus value +720)
Codesoft: - XSYSTIMEOFF -120 Rolls over at 2200 the same day. (Maximum minus value —720)
All Printer System & Mechanical Variables can be sent from this dialog box to the printer “ Send setting”

Before changing any System & Mechanical Variables you are strongly advised to contact your
Supplier before making any other changes.

NOTE! “Sending the wrong typed information to the printer will cause errors”

Error number: - 26 Sys pram unknown. (Possible missed typed system variable.)
84 Sys pram out of range. (Incorrect value sent to the printer.)

XSYSTIMEOFF O resets the printer to the original setting with out any time offset.

Printer settings - ThermoCode 535 El

General Advanced I Fonts |

Password [ wwrme

;- Layouts
Resident Fants || Resident layouts i Fonts

Resident fonts Resident layouts || | - Network

Delete printer font list | Clrrent lsyout
Delete font | Delete the selected layout |
end setting
| HS¥STIMEQRF 0 Sl
Store fixed images
shared Local + ™ metwark
[etwork settingg————————
Seleck printer |
on |
Optirnize Default

Download new program | I~ automatic

oF I Cancel I Help |
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Creating a Variable Counter Fields

M CODESOFT 6 Premier - D

H File Edit View Object M

H 0= | 2 & B Variable Counter Fields are created initially in the same way as Date Fields.
H@ %812 5 ||F QL | 1. Right click the mouse button on the “Counter icon”.

2. Click on “Add”, a variable named “Counter0Q” will appear in the menu.
g Databaze (Mone)

@ Date [Maone]
f.{x) Formula [Mone)
ﬁ Faorm [Mone]

3. Double click on “Counter0”. The Counter Variable will appear, shown below.

238 Free [Mone]

Follow the numbered instructions below, referring to the “Arrow numbers”.

1. “Start value”, click on box, edit and then specify the print value required.
2. “Reset the counter to”, click on box, and then specify the minimum value required. “Set to 1”
3. “after”, click on box, edit and the specify the maximum value required. Enter “999999".

4. “label(s)”, click on box, edit then specify how many of the same labels required. “Set to 1"

5. Select “Output” to see the first menu on next page.

Counter I O utput I

Type

[

Start walue

f1
Reset the counter 1o |1 after Igggg

Ihcrement after

' Having printed I‘] label

{*) Eactiresel af I ﬂ

Ok, I Cancel | Help |




Creating a Variable Counter Fields (continued)

5. You can add a “Prefix” or “Suffix” to a counter field, this will become fixed text.

6. Clicking on

“Character” allows you enter a padding character. Adding a “0” and to a

counter field would print:- 000001 instead of 1

Counerd |

Counter  Dutput I

Prefix

Suffim

-

I Tiheteand separatar

[ e SEparatnr | L~ 7. Enter a “0” in the box

Pad up to ¥ characters H= |4

| 1~ 8. Press “OK” to save.

QK i Cancel | Help |

Click and hold on “Counter0”, then drag and drop on the page. Ensure text display is selected.

[M CODESOFT 6 Premier - Documentl
File Edit “iew 0Object Merge Tool: Window Help
D S&28 thode ~|[ee s 2
EENE A EEeRE ” Elarial Bold I
EENS
Q D atabage [Mone) E o |1|:| |z|:.
@ Date [Mpre) T ool ol ol
iz Formulg (Mone) m 0 _f irW;,—
g% Form [None] = = ;J‘J‘“" Ll
E R
I:—] Counteq [1] ] =
‘o m Cobinterd oIk 103
B2 Eraa (hlamal =

Clicking on the “12ico

n” will Display field contents.

(M CODESOFT & Premier - Document]

|| Eie Edit ew Dbiect Merge Took Windaw Help
D@ S528 4 hRATes G0 5§ I
=) .ﬁﬁr!g_@ RQ B ” Bl izl Bold I
2 |-
q Database [Mone)] 5 | |_1_|:|
§-----@Date[Nune] T Lo b b
- fis Formula [Mone] m 0
g Farm [Mone)] I S I
; = =
E| Counter [1] "5 — 50001 ?
L Erﬂ“”te]’u DIE n /ﬁwﬁ




Creating a Variable Counter Fields (continued)

Counter Fields 0to 9 and 1 to 9 (Below 10)

Counter fields are Incremented from 0 “Zero”. The count field Normal O to 9 then 10 to 19 etc.
Counter IOUtDUtI Counter IOUtDUtI
Type
Decimal VI
Increment Start value Increment Start value
+1 Jo |+1 |1
Reset counter ko lg— after Ig— Reset counter ko ll— after Ig—
Increment after Increment after
& Having printed [i 7 label @ Having printed [i 7 label
€ Each resst of Iﬁ € Each resst of Iﬁ
oF I Cancel | Help | oF I Cancel | Help |
Zero to Nine prints, 0,1,2,3,4,5,6,7,8,9 One to Eight prints, 1,2,3,4,5,6,7,8,9. Rolls over to 1
Then rolls over to 0 because the 0 “Zero” is not being printed
0to 9 =10 digits 0to 8 = 9 digits, transposed as 1,2,3,4,5,6,7,8,9

As the start value is 1 and not O.

Any Count above 10 works normally

Stopping “Printer” Counter Variables displaying before printing
(Any counter that is printed directly as a printer font) not graphically.
These instructions will stop the “Counter Variables” displaying when going to print.

Especially if you are programs like “Sentinel” etc. The “Counter Variables” can now only be changed, by
editing the “Counter Variable Properties” within the format directly.

After installing the new driver (version 11.10.17) to your normal Codesoft directory.

example: (C:\Program files|Cs6Prem)
From the “Explorer program” find the “POD_2.INI" within the Codesoft directory (Cs6Prem) directory, and
“double click” with the mouse. The file then automatically opens

With “Notepad program” ready for editing. (shown below)

You can now change or edit the file as required:-

I POD_2.INI - Notepad =13 1. Change the line = ;DisplayCounterBox=No
File Edit Format Wiew Help
[GLOBALVAR ] = 2. Remove the semi-colon in front of the text =

PassGeneralInil="4213" DisplayCounterBox=No
PassGeneralIniz="095555"

MeTwar kMumber =0 . . .
MetworkPresence=0 3. Click on “File”, Click on “Save”.
; St_andt_:lm'lyUpdate=A'Iways
; DisplayCount erBox=No . een
:PrinterHasToBeThesames=yes 4. Then “exit” from the program.
;Reloadsettings=ves

sReloadsetti ngsFrom=c wDatasaved. ini
;Usesystemvariables=ves

See page 38 for other information on the POD_2.INI



Creating a Variable Text Fields

[ CODESOFT 6 Premier

||l Edt wiew Object
DR 2%
[@a 12 [ €

Variable Text Fields are created initially in the same way as Date Fields.

1. Right click the mouse button on the “Form icon”.

2. Click on “Add"”. A variable named “Var0” will appear.

------ 9 Database [None)

(i) Date None) 3. Double click on “Var0Q”. Variable text field will appear shown below.
~Fer Formnula (Mo

@ Farm [Mone]
i Counter Mone)
(o Free [Mone)

Follow the numbered instructions below, referring to the “Arrow numbers”.

1. Click on box, input your “Variable value” as to be printed.

2. Click on box, enter the “Prompt” name required. Displayed when editing from the mini-terminal,
(you cannot have spaces within the name chosen, use an underscore)

3 + 4. Input Format allows more security for the Variable field. Click on “Help” for more information

Inpuit |Dutput| Eounterl

ariable value

& Local

¢ Shared _I

™ Restare after printing

¥ Delete spaces

v Dizplay in Form

Minimum length

™ Pick list

ak. I Cancel | Help |

5. Select the “Output menu” Click on box, “Maximum length” of the variable field characters.

6. You can enter “Prefix” or “Suffix” to the variable. You have to add the amount of characters used
in the prefix, to the total length for the total. Otherwise you may not see a correct view.

Input Jutput | Eounterl

I axirnum length 18

Prefix

IBatch Mo

Suffix -

—

— Padding character « " ..
£ Nore Select “OK” when finished

€ Character l_ » .
] You can click and hold on “Var0”, to drag

Fad upitae characters. H= ID N )
the variable on the label as required.

0K | Cancel | Help




Displaying the filler (Variable fields)

To Display the Filler (variable text screen), allows editing the variables before downloading to the printer.

Click the mouse button “Form Icon”, then right click mouse button, to display “Form customisation”.

M CODESOFT € Premier - Documentl M= ER

H File Edit “iew DObject Merge Toolz Window Help

DEEd 2e28 AbhRde~ &6 &

= Z<+>r>—<||

H@ =g |ma = HJEAF\IALBD o ~le s U |aE=E=E =2 |
MRS [Evocvmern ==
A [NDnE] 0| 8 A | | |:L|0 2% R | Ll Ll | | |3|0| Ll ‘ Ll | |- | Ll |5|0| | | Ll ‘Slol Ll | LT
o — -
15/01/2001

TR

Batch No qwert12345

=
o
|

Click within the menu “Form customisation”, to display the possible options.

Form customization E3

V¥ Display lines

W Display rove headers
™ Lock form
[ Distribute rows evenly

¥ Enable row maving

Dizplay form when printing

b S

When you have made your choice, select “OK”.

Now when you send a format to the Printer, the screen below is displayed.

I Prampt \ WValue I
1 |Batch Ne. \ |

ﬁ 0K I Cancel | Help |

Edit or change the variable text fields and select “OK” before the format is sent



Text Generation

Click on the “T” symbol, and then place the cursor within the print area and click again.

[M CODESOFT 6 Premier - [Document1]

F|File Edt View Object Merge Took ‘Window/ Help ;Iilil‘
DFW S8 (LBHRT A~ 60 5 2 2em W : o
iz p |[RRQ | E “JEAH\ALED/ o T |n=sssx B84 | 4l 4o T 0 492
dz‘ﬁU\\IIII\I|1ID|II|\II\‘ZID\\I|II\I‘3\DII\|I\II‘4IUIII‘\I\\|5\U\II‘IIII‘5IDI\I|\\|
fi Fosmui one) = B gﬁ'e t Editing __ click on the variable text, you will see the
B Pl @ %| text box now highlighted blue, for editing.
-G Free (None) oE | |
o e / PP __ Click on blue border, changes colour
o [Text Editing. g
~IE A to black, you can now move the text box
| 3 '| positions with arrow keys or with the mouse.
| 4
] P -y
=i Text Editing.
— 7
] 4 cu o Clicking on the right mouse button will
N . o 4 S . . .
ETE Eaf.i o bring this dialog box up.
= Ed . . , .
3 Click on Properties. Showing Dialog
3 i box below.
Character | Palagraphl Data sourcel
= £ Graphic. Ipc-int zize "I
Font '\ Height Sie
I.&HIALBD
\
L |
Subsst Shyle \This will use the fonts loaded to the Printer
| Latin x| [@Eo
[ italic ]HIB
[ 1Underline
Height
[0 =
ABCDEFGHIJKLMNOPQRSTU | width
0123456 abcdefgh [
E ext x|
ok I Cancel | Help | Character | F'aragraphl Data sourcel

™ Printer . Ipoint size ,I
Fant Height — G
ARIALED g -
u\ adi MT Condenzed a
AG 1

aramond
L AGaramond Bold jli A
T Agency FB 16
m_ Alnerian i 4m LI
Subzet Style
Latin 7| [#Ead

[ltalic HS

. X . [ Underline
This will use “Graphic” fonts style as the true type Height
Font selected, but will download a bitmap for the | Ir@

printer. ABCDEFGHIJKLMNOPQRSTU| | widh %

0123456 abcdefgh |1nn E
Ok, I Caticel | Help |




Creating a Barcode

Click on the “Barcode” symbol, and then place the cursor within the print area and click again. The
screen below shows the barcode menu.

Barcode

Code ||:I|:|li|:|n$| Human readablel Eharacterl Data sourcel

* Printer " Graphic
Symbology Height{mm]
EAM 13 |15_95 E Check. character
1. Select “Printer”: =l CODE 39 ﬂ M arrow bar width
Bl EaM 128 [dats]
2. Select style “EAN13” = EAN 13 |
’ S—Eak : 0.33mm) a
o 4 e | |EL EXTENDEDC.39 s
3. Narrow bar width “4” dots L EXTENDED .93 _ (pi] Fiatation
ENLE R atio )
4. Ratio “2.0” = a0 E g u )
= uccizs - 1920 ||L|||!||
5. Data “Barcode Number” EL UPCA | P
(Input 12 numbers) check digit B UPCE [SYSTEM 0] =]
is automatically calculated.
Data
50234567831 [
] I Cancel Help
6. Select the “Human readable” menu:
Barcode | %]

Cade I Options,  Human readable | Ehalact&ll Data sourcel

\IV Generated by the printer

8. Select “Include the check character”.\

7. Select “Generated by the Printer”.

I {nclude the check character

Puazition Alignment
Left

9. Select “Below” from position options. Fight

[ietaree fonm the bare ]

0.00

10. Select “Centered” from the alignment.

0k I Cancel Help




Creating a Barcode (continued)

11. Select “Data Source” menu.
Barcnde Ed

Code I Dptinnsl Human readablel Charactsr - Data source |

12. Select “Fixed data”.m
 Variable data
13. Select “OK” to save and return to -G Database [None]
menu below () Date (None]
' Lfwr Fomls [Mone)
7" Fom [1]
: il Counter [Mane)
L8 Free [Mong]
QK I Cancel Help
[l CODESOFT 6 Premier - Document]
Elle Edit Wiew Object Merge Iools 'window Help
FH A28 LR aen S 2 1+’H||
@wlzp Q[ | -l c|Bsu|m===
) [ == Dncuman1
&9 Database Nore] 'T .
:DatE[NunE] T III\|IHI\III‘II\IHII‘III\II\I‘HI\II\I
g Formula [More) m
E Form 1] =
Warll |
o [ T =
14. Barcode ready for Printing. T8 Fre MNone] ‘I"_‘ o
] —2
ol 3
G ZDE
2=
a3
(B
Notes !

The printer has an installed font for creating the human readable characters.
If you choose a different style of barcode, ensure you know all the regulations governing barcodes.

Creating a graphic style barcode can be very complex, it would be advisable to seek training.
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Utilising Graphic Images

1. Click on the “Picture” icon, and then place the cursor within the print area and click again.

2. Select the “Image” file required, and the select “Open”

[M CODESOF) 6 Premier - Document]

File Edit “iew \Object Merge Toolz Window Help

Ded[2aEE|YEndes[@w o]z Zoxm|

@12 4 |7 QN s
\‘\ ;Iﬂ, = Document]
j Databaze [Mone) k

0 ‘ml |20 |30
b N bt b b b b |

Caunter [None]
Fres [Mone)

External objects insertion
(See notes below)

=5l g =

Loak jr: I A Imag\s

|_
O |1° B autebus bmp JACK BMP FF|ROKIE.BMP
. / o 4 CRAIG BMP Jesp.bmp H] 55 5AIR BMP
Line lcon. a ||| | [Eoaveeme JOHN BMP F Trailer.bmp
';—'l Decker.bmp @Luxuw.bmp @Truckﬂed brp
Ve MADONALD BMP  H7)MARY.EMP ] Truckivel brop
Box Icon. O ||;; [vorisenr  EfMecedesbmp  &Vanbme
I M EMERSON.EMP  S7]NED BMP FWARREN EMP
. . . / Tl &) 014 bmp
Circle or ellipse drawing. - PFIGURESBMP ] Porshe.bmp
/ 97 ol b $Red bmp
Polygon Drawing. =l
File name: | Open I
Ob“que line Dranng. " Files of bype: |Alllmage Files [".bmp;".dib;".rle;".dxf;".eps;".fj Cancel |
Rounded rectangle draWing./ — C:%Program FileshCSEPrem®S ampleshimages ||D File (*.bmp:~dib; 7

Click on the icon, then place the cursor within the print area. Click and hold down to drag the size required.

Notes !
Lines & Boxes are sent as printer commands, not graphics.

External object insertion, allows the insertion of any document or file into the label.



PODZ2.INI (Advanced Users.)

Codesoft Directory example: (C:\Program files|Cs6Prem)

Unmodified POD.INI File

[GLOBALVAR]
PassGenerallnil="4213"
PassGenerallni2="999999"
NetworkNumber=0
NetworkPresence=0
;SendOnlyUpdate=Always
;DisplayCounterBox=No
;PrinterHasToBeTheSame=Yes
;ReloadSettings=Yes
;ReloadSettingsFrom=c:\DataSaved.ini
;UseSystemVariables=Yes

[1HideOptionsinDialogBox]
DISPLAY_ButtonDefault=1
DISPLAY_ButtonOptimize=0
DISPLAY_CheckPrinterStatus=0
DISPLAY_Compressionlmage=0
DISPLAY_DestinationMemory=0
DISPLAY_FormatActived=0
DISPLAY_ImmediatPrinting=0
DISPLAY _InfinitePrinting=0
DISPLAY_Network=0
DISPLAY_Reloadimages=0
DISPLAY_SendModifiedData=0
DISPLAY_StoreFixedlmages=0
DISPLAY_TimeOut=0

[HideOptionsinDialogBox]
DISPLAY_ButtonDefault=1
DISPLAY_ButtonOptimize=1
DISPLAY_CheckPrinterStatus=1
DISPLAY_Compressionimage=1
DISPLAY_DestinationMemory=1
DISPLAY_FormatActived=1
DISPLAY_ImmediatPrinting=1
DISPLAY _InfinitePrinting=1
DISPLAY_Network=1
DISPLAY_Reloadimages=1
DISPLAY_SendModifiedData=1
DISPLAY_StoreFixedlmages=1
DISPLAY_TimeOut=1



PODZ2.INI Continued (Advanced Users.)

[GLOBALVAR]

PassGenerallnil="4212" This password is for the 5775 Printer, can be changed to “4212".
PassGenerallni2="999999" This password can be changed. (ie. 688065)

NetworkNumber=0 The last network number used by Codesoft (0 = no network)
NetworkPresence=0 Network is present (0O = no network)

;SendOnlyUpdate=Always For sending update information only

;DisplayCounterBox=No Dose not display the counter field. Used with databases (see page 29)
:PrinterHasToBeTheSame=Yes The Printer has to be the same. You cannot send a 53S format to 107L
;ReloadSettings=Yes To force the driver to read all settings from the user.ini
;ReloadSettingsFrom=C:\DataSaved.ini To force the driver to read all settings from the dataSaved.ini (DataMode)
;UseSystemVariables=Yes To read the system variables used in the user.ini

Remove the semi-colon in front of the text; to activate the above instructions.

Deactivating Dialog box Buttons, within Printer settings

This allows you to hide Buttons used in Codesoft Printer settings. The 1 in front of Hide will not read this
file. You can customize the file to suit your requirements.

Not Activated (Modified)
Example.

Remove the 1 to activate
[1HideOptionsinDialogBox]
DISPLAY_ButtonDefault=1
DISPLAY_ButtonOptimize=0
DISPLAY_CheckPrinterStatus=1
DISPLAY_Compressionimage=1
DISPLAY_DestinationMemory=1
DISPLAY_FormatActived=1
DISPLAY_ImmediatPrinting=0
DISPLAY _InfinitePrinting=1
DISPLAY_Network=0
DISPLAY_Reloadimages=
DISPLAY_SendModifiedData=0
DISPLAY_StoreFixedimages=1
DISPLAY_TimeOut=1

Activated (Standard)
Insert the 1 to deactivate
[HideOptionsIinDialogBox]
DISPLAY_ButtonDefault=1
DISPLAY_ButtonOptimize=1
DISPLAY_CheckPrinterStatus=1
DISPLAY_Compressionlmage=1
DISPLAY_DestinationMemory=1
DISPLAY_FormatActived=1
DISPLAY_ImmediatPrinting=1
DISPLAY _InfinitePrinting=1
DISPLAY_Network=1
DISPLAY_Reloadimages=1
DISPLAY_SendModifiedData=1
DISPLAY_StoreFixedlmages=1
DISPLAY_TimeOut=1



“Thermocode Series 2”

POD?2.

Codesoft Overview Manual.

INI

The standard Dialog Boxes showing all the Buttons

Printer, settings - ThermoCode 535

General | Advanced| Forts |

[ Use resident printer settings

"Burn\ng kime (ps)

[340 EFrromatos

I 20 E Pressure (M)
I 135.0 E Speed {mm)fs

IS.D E Home offset (mm})

™ Check printer skatus

IT Timeout(s)

¥ Infinite print
V' Reload images at next print job

- Compressed images

' Without:
COMpression

Cpcy Lz

urrent layaut

[ Destination MEMOtY
[ Immediate printing
r

[~ Send modified data only

Set date/time. ..

(Issue 4.1) 31 January 2005 Page No. -40 -
Continued (Advanced Users.)
E' Printer settin, ThermoCode 535
General Advanced | Fonts I
Password
Layouts

Fonts
i Nebwork

—Resident layouts

~Resident Fonts
I Residert layouts I

Resident fonts

Delete printer Fant list | Current layout |

Delete fonk | Delete the selected layout |

—5end setting

| Send |

Stare fixed images
Shared ¢

Ietwork settings
Seleck printer I All printers |
O I

Local

[ |

Cancel |

Help

These boxes shows the buttons hidden
Example.

Printer, settings - ThermoCode 535

General | Advanced| Fonts |

[340 EFromatoB

"Burn\ng time: {ps)

IT Pressure (M)
I 135.0 E Speed {mm)fs

IS.D E Home offset (mm})

urrent layout

™ Check printer status

IT Timeout{s)

¥ Infinite print

¥ Relnad images at next print job

Compressed images

5+ Without
COmpression

Cpcx 1

[v Destination memary

v on

Set date/ftime. ..

o ]

Caneel |

Help

COptimize | Default |
Download new progranm I [~ Automatic
OF I Cancel | Help |
Printer settings - ThermoCode 535 [5_<|
General Advancedl Fanits I
Passward Layouts

Fonts
- Network

~Resident layouts

~Resident fonts
Resident: layouts I

Resident fonks I

Delete printer Fomt list I Current layout I

Delete font I Delete the selected [ayout I

—5end setting

I | Send |

’*Store fixed images

shared

Default |

I I Automatic

o ]

Download new progranm

Cancel | Help




Shortcut Keys

ALT + F4 Exit the application. F1 Help

CTRL+0 Zoom x 0.5 F2 Open a Document
CTRL +1 Zoom x 1 F3 Save Document
CTRL +2 Zoom x 2 F4 Display the Form
CTRL +3 Zoom x 3 F5 Select Printer
CTRL +4 Zoom x 4 F6 Print

CTRL + A Select All F7 Open the Text dialog box
CTRL+C Copy F8 Open the Barcode dialog box
CTRL+D Duplicate F9 Open an ASCII table
CTRL + End Go to end of paragraph

CTRL + Right arrow Go to start of next word

CTRL + Right arrow Go to start of previous word

CTRL + Home Go to start of paragraph

CTRL + Insert Copy

CTRL +N New Document

CTRL+O Open Document

CTRL +P Print a Document

CTRL +S Save a Document

CTRL+T Zoom right out

CTRL +V Paste

CTRL +W Display variable sizes

CTRL + X Cut

CTRL +Y Redo

CTRL +Z Cancel

CTRL +F4 Close active window

CTRL + F6 Move from one document to another

Shift + F4 Display Variable value

Shift + F9 Create an ODBC query

Shift + F3 Save Document As

Shift +Insert Paste

Esc Display variable name

End Go to end of line

Home Go to beginning of line
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